
SUPPORT PRODUCTS FOR TRAFFIC CONTROL

Road Marker Epoxy

For the most reliable 

permanent installation of 

devices, use our rapid setting 

2-part road marker epoxy. 

Typical applications include 

our FG 300 Channelizer 

Posts, permanent Rumble Strip installations, and curb 

markings utilizing our Halftrack road marker.

SuperBundy Adhesive™  �— Heat’N Stick

SuperBundy Adhesive™ is perfect 

for adhering larger objects like 

rumble strips, curb sections 

and FG 300 bases on horizontal 

surfaces and other objects 

requiring stronger adhesion. This 

non-toxic zero VOC adhesive is 

designed for use with traffic control objects that are 

subject to high impact of stress. SuperBundy Adhesive 

has resilient characteristics which enable it to remain 

flexible throughout its lifetime and therefore act as a 

shock absorber.

Dapco Adhesive 795A

A one-part, fast cure adhesive, for bonding 

PCBM Barrier Mount reflectors, Butterfly 

Guardrail reflectors, and other highway 

delineator products. 795A requires no mixing, 

is effective over a broad temperature range, 

has excellent weathering properties, and 

offers “primer-less” adhesion to concrete, 

asphalt and steel. (Refer to detailed 

installation procedures prior to use.)

Hi-Tack Butyl Adhesive

Butyl adhesives offer quick and reliable 

adhesion for temporary installation of traffic 

control products. Our butyl is available in a 

number of widths suitable for bonding Work 

Zone Raised Pavement Markers, Surface 

Mount Channelizer Posts, and other products. 

Standard color is black; other colors available 

by special order. Specify color and width 

when ordering. Many Davidson products are 

available with factory-applied butyl pads.  

Ask your sales representative for details.

Adhesive Application Chart  (All units are estimated.  Your results may vary.)

Product Page # Adhesive 795A  
(10 oz tube installs)

Epoxy  
(1 quart each A plus B installs)

Primer #80  
(10 oz spray can installs)

Butterfly Reflectors 14 35 units 200 units —
City Post Anchor Cup (2-inch) 5 — 8 units —
City Post Anchor Cup (4-inch) 5 — 2–3 units —
City Post GD Post 5 — 5 units —
DP 200 Surface Mount Base 12 2 units 8 units 75 units
FG 300 Standard Base 8 2 units 8 units 75 units
FG 300IG and TG Curbs 7 1.25 units 3 units —
Halftrack 20 — 300 units 100 units
Hi-Viz Flex Tab 15 — — 200 units
I-Flex 14 16 units 175 units —
Island Alert (48”) 13 — — 60 units
Metro Base 8 2 units 8 units —
Parking Lot Base 19 — 12 units —
PCBM 12 and 912 15 16 units 175 units 250 units
RPM 20 — 75 units 50 units
Rumble Strips (12”) 21 — 25 units —
Super TOMs/Super TRPMs 20 — — 200 units
TRPM, TOM 21 — — 135 units
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Baby Road Markers

Baby Road Markers are self-
adhesive, non-reflective flexible 
raised pavement markers. They 
are engineered for use on chip 
seal, slurry seals and fog seals 
where nighttime reflectivity 
is not required. The marker is 
placed on an existing line (e.g., 
crosswalk, turn arrow or utility 
location (manhole, etc.) prior to 
a surface treatment. The marker 
protrudes up through the new 
surface, retaining the original 
location and eliminating the 
need to resurvey. The markers 
guide the striping or utility crews 
in locating proper alignments 
and utilities. You can save 
considerable time and money 
by including the Baby Marker in 
your surface treatment projects.

Button/Marker Covers

•	Temporary transparent cover  
for pavement markers

•	Protects marker from oil and chip 
during chip seal operations

•	Applies easily with peel and  
stick application

•	Easily removed after chip  
seal operation

•	Two inch butyl adhesive strips on 
opposite sides of the cover

•	Dimension of button cover  
— 5 x 6 inches

Rumble Strip Model 3708

Colored Rumble Strips provide 
both a visual and auditory 
warning in advance of traffic 
conditions ahead. They also 
cause drivers to reduce speed 
and be alert to signals and 
signs that can safely lead them 
through hazardous work zones. 
Made of solid, high impact 
thermoplastics, they are UV-
stabilized for long life on the road.

Rumble strips may be installed 
with 2-part road marker epoxy 
for permanent installation They 
are available in red, white, blue, 
yellow and black. Specify color 
and length when ordering. 
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